
The Compression Tester is an electromechanic vertical compression machine 
designed to test compressive strength and creep performance of products and 
their packaging.

Industries

Image: CM200-2100

Inductive proximity 
sensors

Easy maintenance

Fixed or floating platen
Load cell

Evaluate the protective 
capabilities of packaging 
materials and systems

Identify the most effective 
packaging options for the 
products and distribution cycle

Ensure compliance with 
industry, goverment or 
company regulations



Image: Table for small loads

Model
Max. Comp.
Force (kn)

Platform Size
mm in

25
CM25-1300

50

59 x 591500 x 1500

CM25-500

CM50-1600

CM200-2100

CM200-1600

100
CM100-2100

CM100-1600

200 1500 x 1500 59 x 59

CM50-2100 1500 x 1500 59 x 59

Max. Area Stroke
mm in

2100 83

1600 63

2100 83

1600 63

1600 63

2100 83

500 20CM10-500 500 x 500 20 x 20
10

39 x 391000 x 1000
59 x 591500 x 1500

Variable compression speed: 5-200 mm/
min
Load accuracy: ≤ 0.5%

Position accuracy: ≤ 0.1 mm

Testing data in real time

Spindle transmission reduces noise, 
increases precision

Different testing modes preset:

Apply and hold

Apply and release

EN 15552: 2008

ISTA procedures 1C, D; 2A, B; 3E, F, H, L; 4 Series; 
6-FEDEX - A, 6-FEDEX - B; 6-SAMSCLUB Type A-D, 
6-AMAZON.COM-SIOC Type B-H

ISO 8611, ISO 13820, ISO 12048, ISO 2872
ASTM D642, ASTM D4169

TAPPI T804, 
JIS Z0212, 
GB/T 16491, 
GB/T 4857.4, 
QB/T 1048-2004 

Table to lower compression range 

ISO 8611 Accessories for pallets 

BCT determination 
Creep characterization
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FEFCO 50

CM10-1300 1000 x 10001300 51 39 x 39

500 20 500 x 500 20 x 20

1000 x 10001300 51 39 x 39

Safe Load Testing Technologies reserves the right to modify these specifications at any time without notice due to continuous product innovation.


